8 "^reaeejjo^said dispenser comprises a stratified body 

I having a bottom adhesive \ayerT~ar^ 
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device for locating an intern packaged in a container 



2 ^€tmong potentially obscuring protective material, said device 

3 comprises: 

4 an elonga^d f lexible ^ tether extractably loaded .upon a 

5 dispenser anchorable to\said container; 

6 wherein said tetter* is separable into one or more 

7 subtethers . 



11. (Once Amended A device for locating an intern packaged 
in a container among potentially obscuring protective material, 
said device comprises: 

an elongated flexible tether extractably loaded upon a 
dispenser anchorable to said container; 

wheren said tether comprises a first end ^nnected to a 
fastener attachable to said item; and 

wherein said fastener comprises a widened port^i^n of 
oaid tether iiiLu a sheet-liK e pad". 
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4 



for locating an intern packaged 
scuring protective material, 




in a container among pot 
said device comprises : 

an elongated flexible tether extractably^loaded upon a 



2 



5 diBpanser anchorable to sarict) container; and 

6 wherein saiHp^di^Benser further comprises a badge 

7 adapted to carry item idejitification ^nlotm^tion. 

1^*^ (OnqeAmended) A device for locating an intern packaged 

2 y/^* 1 a container atfcqng potentially obscuring protective material, 

3 said device comprises^. 

4 an elongated fle2tt>M.Q tether extractably loaded upon a 

5 dispenser anchorable to said conba^er ; 

6 wherein said tether compriseKa first end connected to 

7 a fastener attachable to said item; and 

8 wherein said tether is adapted to carrjKan electrical 
^signal indicating connection of said fastener to said i^b^nu 

1 16. (Once Amended) The device of Claim 3, wherein said 

2 fastener is selected from the group consisting of: 

3 a piece of sticky tape; 

4 an amount of glue; 

5 a rivet; 

6 a staple; 

7 complementary magnetic strips; 

8 complementary hook-and-vane fasteners; 

9 twist tie materials; 

10 a clip; and 

11 a sealable bag. 
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